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MACLIGHT DISPLAY CO., LIMITED

1. Mechanical Specification

ITEM Standard Value Unit
Number of characters 16 Characters X 4 Lines -
Character format 5X8 Dots --
Module Dimension 87.0(W)X60.0(H)x13.0/10.8(T) mm
Display Mode STN mode

Viewing Display Area 61.8(W)X 25.2(H) mm
Active Display Area 56.2(W)x20.8(H) mm
Character size 2.95(W)X4.75(H) mm
Character pitch 3.55(W)X5.35(H) mm
Dot size 0.55(W)x0.55(H) mm
Dot Pitch 0.60 (W)x0.60(W) mm
Drive Method 1/16Duty,1/5 Bias --
Viewing Direction 6 O’clock --
LED Backlight Color Y-G /W --
Backlight Input DC +3.3V/5V \Y,
Backlight Half-lift Time 35,000 Hrs
Input Voltage DC +3.3V/5V V

LCD driver

NT7070 or Eqv.

2. Mechanical Diagram
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3. Interface pin connection:

No Symbol Descript Remarks
1 Vss Ground
2 Vdd Power 5V or 3.3V
3 VO Contrast adjust
4 RS Register select, H: Data, L:Command
5 R/W Read/Write
6 E Enable signal
! DBO Data bit 0
8 DBl Data bit 1
9 DB2 Data bit 2
10 DB3 Data bit 3
n DB4 Data bit 4
12 DB Data bit 5
13 DB6 Data bit 6
14 il Data bit 7
15 LEDA Backlight power 5V or 3.3V
16 LEDK Ground
4. Absolute maximum ratings:
Items Symbol Min S--Iax Unit | Condition
Supply Voltage Vdd 0 55 A% Vss=0V
Input Voltage Vin 0 Vvdd A% Vss=0V
Operating Temperature Top -20 +70 T No Condensation
Storage Temperature Tst -30 +80 T No Condensation
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